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PIPING LEGEND

MECHANICAL LEGEND

GATE VALVE —_—— CHILLED WATER SUPPLY — CHS —
0S & Y PATTERN GATE VALVE —— CHILLED WATER RETURN — CHR—
BALL VALVE —O— CONDENSER WATER SUPPLY — WS —
BUTTERFLY VALVE —p— CONDENSER WATER RETURN —CWR—
MOTORIZED BUTTERFLY VALVE —%— HEATING WATER SUPPLY — HWS—
HEAT TRACING = HEATING WATER RETURN — HWR—
DE-IONIZED WATER — D — WATER TREATMENT - W—
CHECK VALVE —_— FIRE DEPT. HORN & LIGHT ; >
SOLENOID VALVE — R — HOT GAS —He—
AUTOMATIC CONTROL VALVE (2-WAY) — FLEXIBLE PIPE CONNECTION —zn—
AUTOMATIC CONTROL VALVE (3-WAY) —K— REDUCED PRESSURE BACKFLOW PREVENTER
PRESSURE REDUCING VALVE —S— DIRECTION OF FLOW —_—
P & T RELIEF VALVE —Qg ELBOW DOWN (DN)  ——
AR VENT (AUTOMATIC) b ELBOW UP ——0
REFRIGERANT LIQUID —RL— PIPE CAP —
REFRIGERANT SUCTION ——RS — TEE DOWN s
THERMAL EXPANSION VALVE —R— UNION —
STRAINER — it DOMESTIC COLD WATER _—
CIRCUIT SETTER —_—— DOMESTIC HOT WATER _——
FLOW METER _— HOT WATER CIRC. —_———
PET COCK OR GAUGE COCK — TEMPERED WATER _—

SANTARY (PLBG) VENT e
PRESSURE GAUGE W/GAUGE COCK L

SANITARY SEWER ABOVE GRADE _—
THERMOMETER i SANITARY SEWER BELOW GRADE -
TEMPERATURE & PRESSURE TEST PLUG ~ ——L1—— DRAIN —_— —
IN=LINE_PUMP — 10— ROOF DRAIN PIPING —R)—
FLOW SWITCH m OVERFLOW DRAIN PIPING — ) —
AQUASTAT STORM DRAIN PIPING ABOVE GRADE — D —
HOSE BIBB OR SILLCOCK Sau STORM DRAIN PIPING BELOW GRADE —-——SD = —
VACUUM —V— FIRE SERVICE —_—F
FLOOR DRAIN NATURAL GAS _——
FLOOR SINK E COMPRESSED AR —CA—
HOT GAS BYPASS — HGBP — VENT THROUGH ROOF S
WALL CLEANOUT OR CLEANOUT —! — - s
FLOOR OR GRADE CLEANOUT CONDENSATE - e——

GRADE CLEANOUT W/ CONCRETE PAD

RETURN OR EXHAUST DUCT DOWN
RETURN OR EXHAUST DUCT UP
SUPPLY AR DUCT DOWN

SUPPLY AR DUCT UP

SPIN-IN FITTING W/MVD

FLEXIBLE DUCT

CEILING SLOT DIFFUSER

CEILING DIFFUSER

CEILING EXHAUST GRILLE

CEILING GRILLE

ACCESS PANEL

MANUAL VOLUME DAMPER
MOTORIZED DAMPER

FIRE DAMPER

COMBINATION FIRE/SMOKE DAMPER
THERMOSTAT OR TEMP SENSOR
POINT OF CONNECTION TO EXISTING
DETAIL TAG
KEYED NOTE

NOTE NO.
SECTION CUT LINE

.

CONTROL TRANSFORMER

LOW PRESSURE DUCT
W/ TURNING VANES

BALANCER TO TURN ALL SLOTS IN
DIFFUSER FACING DIRECTION NOTED
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FEET NOTOR MANUFACTURER
PLAN PUMP
CODE burY GPM | rew [, [voumee | & MoDEL No. COMMENTS
" | & PHASE
DOMESTIC
TACO STAINLESS
CP-1 32&"&%% ! 3250 | 1/40 | 120/1 | \voner oo pip STEEL CARTRIDGE
GAS FIRED WATER HEATER SCHEDULE |WH-
DIMENSIONS
PLAN | INPUT | OUTPUT [EFFICIENCY CAP. | RECOVERY | TEMP. | FLUE | FLUE VOLTAGE | MANUFACTURER
cooE | @ruM) | BTum) | % | FUEL| (ean) | RATE (GPH) | RISE (F)| DI | TYPE D'AE{‘E;ER H?G;'T & PHASE | & MODEL NO. ACCESSORIES/ CONMENTS
n. n.
BRADFORD WHITE
WH-1 | 199,999 80 98 194 100 [ 6 [rPEB| 30 65 in-100.-199-38 |[OD@O®®

(1) OUTLET THERMOMETER  (2) PRESSURE TEMPERATURE VAIVE  (3) SEDIMENT REDUCTION SYSTEM  (4) ELECTRONIC IGNTION  (5) INSTALL PER MANUFACTURER RECOMMENDATIONS

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND
EXPRESS WRITTEN PERMISSION FROM THE STATE
OF UTAH.

THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL
ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

PLUMBING FIXTURE CONNECTION SCHEDULE

CONNECTION SIZE

SPENDLOVE

166911

NOT VALID UNLESS SIGNED

GENERAL NOTES

1. @ INDICATES POINT OF CONNECTION OF NEW TO EXISTING MECHANICAL.
2. (E) INDICATES EXISTING. (N) INDICATES NEW MATERIAL.

3. COORDINATE ALL FIRE SPRINKLER, DIFFUSER AND GRILLE LOCATIONS WITH REFLECTED CEILING PLAN
AND ELECTRICAL DRAWINGS.

4. THIS CONTRACTOR SHALL NOT SHUT-OFF/ PUT OUT OF SERVICE ANY SYSTEMS/SERVICES WITHOUT
FIRST COORDINATING ALL DOWNTIME WITH THE OWNER'S PERSONAL.

5. ALL RIGID ROUND DUCTWORK SHALL RECEIVE 1-1/2" - 2.0 LBS/CU.FT. FIBERGLASS DUCT WRAP. ALL
RECTANGULAR DUCT SHALL RECENVE 1" — 1.5 LBS/CU.FT. DUCT LINER, TRIM AND SEAL JOINTS W/

MYLAR LINING. LOW PRESSURE ROUND FLEXIBLE DUCT TO BE 1-1/2" THICK INSULATED AND A
MAXIMUM OF 10 FT. LONG. ALL INSULATION TO MEET NFPA 90 PER UL 181-CLASS 1. MEDIUM
PRESSURE FLEXIBLE DUCT TO BE INSULATED, RATED FOR 6" W.C. AND SHALL BE STRECHED OUT
TO PREVENT ANY KINKS OR OFFSETS (3 FT. MAX. LENGTH).

6. DUCTWORK AND PIPE ROUTING IS APPROXIMATE, DIAGRAMATIC AND IS NOT TO BE SCALED. WHERE
ALTERNATE ROUTING, OFFSETS AND TRANSITIONS ARE REQUIRED FOR COORDINATION OF ALL WORK,
THIS CONTRACTOR SHALL MAKE CHANGES WITHOUT ADDITIONAL COSTS.

7. THIS CONTRACTOR SHALL CLOSELY COORDINATE NEW MECHANICAL WITH ALL NEW AND EXISTING
MECHANICAL, ELECTRICAL, ARCHITECTURAL AND STRUCTURAL MEMBERS.

8. THIS CONTRACTOR SHALL FIELD VERIFY ALL MECHANICAL ITEMS PRIOR TO COMMENCING NEW WORK.
NO ADDITIONAL COST WILL BE ALLOWED FOR CONTRACTOR'S FAILURE TO BECOME FAMILIAR WITH
EXISTING MECHANICAL CONDITIONS.

9. THIS CONTRACTOR SHALL USE SMACNA STANDARDS FOR HIGH PRESSURE DUCT CONSTRUCTION OF
SUPPLY DUCTWORK UPSTREAM OF VAV BOX — SEAL CLASS "A”. ALL OTHER DUCTWORK SHALL BE
CONSTRUCTED ACCORDING TO SMACNA STANDARDS FOR LOW PRESSURE DUCT CONSTRUCTION -
SEAL CLASS "B".

10. ALL MECHANICAL SYSTEMS SHALL BE INSTALLED IN ACCORDANCE WITH 2003 INTERNATIONAL BUILDING
CODE, 2003 INTERNATIONAL FIRE CODE, 2003 INTERNATIONAL MECHANICAL CODE AND 2003
INTERNATIONAL PLUMBING CODE.

11. THIS CONTRACTOR SHALL PROVIDE SUBMITTALS ON [TEMS LISTED IN MECHANICAL EQUIPMENT LIST TO
THE ENGINEER FOR REVIEW PRIOR TO THE ORDER, PURCHASE OR INSTALLATION OF THESE SAME ITEMS.

12. ALL VAV BOXES AND DIFFUSERS MUST BE BALANCED PER PLAN. PROVIDE BALANCE REPORT TO
ENGINEER AND O&M.

13. DUCT DIMENSIONS SHOWN ARE INSIDE CLEAR DIMENSIONS.

BUILDING NAME:

UTAH NATIONAL
GUARD
JLTC

PROJECT TITLE:

BUILDING #3

CAMP WILLIAMS
DRAPER, UT

MARK | DATE DESCRIPTION

/N |08/19/05 | ADDENDA #2

ISSUE TYPE: CODE REVIEW SET

(I;(L)ﬁ'é DESCRIPTION SPECIFICATIONS
CW. HW. WASTE VENT
] ] ] KOHLER K—4330, "KINGSTON", VITREOUS CHINA, 14" TOP SPUD. 1.6 GPF. WALL MOUNTED, ELONGATED BOWL W/K—4666—CA ELONGATED OPEN
We—1 WATER CLOSET 1 - 4 2 FRONT TOILET SEAT. SLOAN #8110 G2 OPTIMA PLUS FLUSH VALVE. FLUSH VALVE TO HAVE MANUAL OVERRIDE. MOUNT WC AT 15°AFF
WATER CLOSET ] ] ] KOHLER K-4330, "KINGSTON”, ADA COMPLIANT, VITREOUS CHINA, 14" TOP SPUD. 1.6 GPF. WALL MOUNTED, ELONGATED BOWL W/K—4666—CA
We-2 (HANDICAP) 1 - 4 2 ELONGATED OPEN FRONT TOILET SEAT. SLOAN #8110 G2 OPTIMA PLUS FLUSH VALVE. FLUSH VALVE TO HAVE MANUAL OVERRIDE. MOUNT WC
AT 18” AFF
] ] ] KOHLER K-4972-T, "STANWELL", ADA COMPLIANT, VITREOUS CHINA, 1%" TOP SPUD. 1.0 GPF. WALL MOUNTED, SLOAN #8180 G2 OPTIMA PLUS
U-1 URINAL 3/4 -= 2 2 FLUSH VALVE. FLUSH VALVE TO HAVE MANUAL OVERRIDE. MOUNT URINAL AT 17" AFF
WALL HUNG L Uy 1ot/ | 1ot/ | KOHLER WHITE K-2005 *KINGSTONE”, WALL HUNG VITREOUS CHINA, WITH 4” FAUCET CENTERS, K-7605 ANGLE SUPPLIES WITH STOPS, K-8998
L-1 LAVATORY 1-%4" CAST BRASS P—TRAP, POP-UP DRAIN. FAUCET TO BE MOEN SINGLE—LEVER "VILLETA" #L4701 WITH CHROME GRID DRAIN. PROVIDE
McGUIRE PRO-WRAP INSULATION ON P—TRAP AND SUPPLIES.
] ] ] ] "JUST" 18 GA. STAINLESS STEEL SINK. 18°x32" OUTSIDE DIMENSIONS; 7%" DEEP. TYPE 304 STAINLESS, SOUND DEADENED. "JUST" J-901 DECK
S—1 KITCHEN SINK 1/2 1/2 2 2 MOUNTED SINGLE LEVER WASHERLESS MIXING FAUCET WITH ESCUTCHEON AND 8” SPOUT WITH AERATOR. "JUST® J—35-316 STAINLESS STEEL
CRUMB CUP STRAINERS WITH REMOVABLE BASKET, FLEXIBLE CHROME PLATED SUPPLIES WITH STOPS, CAST BRASS P—TRAPS WITH CLEANOUT
PLUG. DISPOSAL — STAINLESS STEEL INTERNAL CONSTRUCTION, AUTOMATIC REVERSING ACTION, QUICK—LOCK MOUNTING, PERMANENTLY
LUBRICATED BEARINGS, DISHWASHER DRAIN CONNECTION, OVERLOAD PROTECTION W/MANUAL RESET. % HP
] ] ] ] KOHLER #K-6710, 28"x28" ENAMELED CAST IRON FLOOR MOUNTED CORNER MODEL. K-9146-3 3" DRAIN W/STRAINER AND SOCKET, # K-8940
) MOP SINK 1/2 1/2 3 2 REMOVABLE VINYL COATED GUARD. K—8940 FAUCET W/VACUUM BREAKER, SCREWDRNER STOPS IN SHANKS, 5' RUBBER HOSE AND WALL HOOK.
. _ SEE , JOSAM 2" FLOOR DRAIN, #3000-5A, STANLESS STEEL OR NICKEL BRONZE STRAINER. ADJUSTABLE STRAINER, TRAP PRIMER, PROVIDE PRO-SET
FD-1 FLOOR DRAN PLANS TRAP GUARD. PROVIDE SQUARE STRAINER FOR MENS SHOWER ROOM.
o oOF DRAN . . .- . JR SMITH #1010 W/FLASING CLAMP, UNDER DECK CLAMP, CAST IRON DOME, INSULATE BOTTOM OF ROOF DRAN BOWL AND DRAIN PIPE.
oot OVER FLON ROOF DRAN . . ” . 3RRA ;sNMTI-lP |fmzso W/FLASING CLAMP, UNDER DECK CLAMP, CAST IRON DOME, 2%" WATER DAM, INSULATE BOTTOM OF ROOF DRAN BOWL AMD
ot | OVER FLOW ROOF DRAN NOZZLE . _ - _ JR SMITH #1770-PB DOWNSPOUT NOZZLE.
" ©OSE BB 12 . . . JRSMITH #5519, COMPLETE WITH STAINLESS STEEL FLUSH MOUNTED BOX, NON—FREEZE VALVE AND VACUUM BREAKER, % TURN HYDRANT.
12 . t1/22 | 11/2 | HAWS FHWBFABL, HI-LO BARRIER FREE. 7.7 GPH, 115 VOLT, R134A REFRIGERANT, CHROME PLATED BRASS BUBBLE HEAD, SELF-LUBRICATING
DF-1 DRINKING FOUNTAIN FAN MOTOR. PUSH DOWN BARS TO ACTNVATE WATER DELIVERY, ADA COMPLIANT. BRUSHED STERLING VINYL FINISH. WATER TEMPERATURE 50°F.
/9" . . . MIFAB M—500, PRESSURE DROP ACTIVATED TRAP SEAL PRIMER, W/MIFAB MI—GAP DISTRIBUTION UNIT. PROVIDE ACCESS DOOR TO TRAP PRIMER.
TP-1 TRAP PRIMER /
, B . . JOSAM #75000 SERIES, STAINLESS STEEL, SEE PLANS FOR SIZE. PROVIDE ACCESS
SA-1 SHOCK ABSORBER 1/2 DOOR. 'SEE ARCHITECT FOR COLOR OF DOOR.
\ , e . jon | SYMMONS #BP-56-1-X—LR-141, COMPLETE W/SELF CLEANING FULL DRENCH SHOWER HEAD, 2.5 GPM, PRESSURE BALANCING MIXING VALVE,
SH-1 SHOWER 1/2 1/2 1=1/2 [ 1=1/2" | $rops, LOOP HANDLE, POLISH CHROME FINISH.
. , . s | SYMMONS #BP-56-500-B30—X—-LR-V~141, COMPLETE W/SELF CLEANING FULL DRENCH SHOWER HEAD, 2.5 GPM, PRESSURE BALANCING MIXING
SH-2 HANDICAP SHOWER /2 /2 1-1/2 1=1/2" | VAVE. STOPS, LOOP HANDLE, POLISH CHROME FINISH. DIVERTING VALVE, IN—LINE VACUUM BREAKER, HAND SHOWER AND 5' FLEXIBLE METAL
HOSE, 30" SLIDER BAR.
” , e .o | SYMMONS #BP-56-500-B30—X—-LR-V~141, COMPLETE W/SELF CLEANING FULL DRENCH SHOWER HEAD, 2.5 GPM, PRESSURE BALANCING MIXING
SH-3 HANDICAP SHOWER /2 1/2 1-1/2 1=1/2" | UAVE. STOPS, LOOP HANDLE, POLISH CHROME FINISH. DIVERTING VALVE, IN—LINE VACUUM BREAKER, HAND SHOWER AND 5 FLEXIBLE METAL
HOSE, 30" SLIDER BAR. LASCO #1603-BFSC PREFABRICATED SHOWER STALL COMPLETE WITH SOAP DISH, GRAB BARS, SEAT, SLIP RESISTANT
TEXTURED BOTTOM, AND CURTAIN ROD.
SHONER iy 12 1=1/2 | 121727 | SMMONS #8P-56-1-X-LR-141, CONPLETE W/SELF CLEANNG FULL DRENCH SHOWER HEAD, 2.5 GPM, PRESSURE BALANCING MIXING VALVE,
SH-4 STOPS, LOOP HANDLE, POLISH CHROME FINISH. LASCO #1603-COS PREFABRICATED SHOWER STALL. COMPLETE WITH SOAP SHELVES, ACRYLIC
GRAB BAR, SLIP RESISTANT, TEXTURED BOTTOM.
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.
| iy CONSULTANTS:
_| | ‘ l, =
‘ ¢ 1-1/2°N
T Gl s gl el s Al S| —_— i) (B -
®—- = i e O
i 1 i\ o N B MRRGRY: ~ B
p| | i | |
TR | Ll | |
ul | : ,J N-1-1/4 |l AR min KEYED NOTES:
i | | L L L] SPENDLOVE
| i ™ Wi (1) SEE CVIL DRAWINGS FOR CONTINUATION 166911
-_:"— Kf’ | | (2) SET BALANCING VALVE TO 0.50 GPM
- 4 L _ ] 1
Ry ‘ (3) PROVIDE ACCESS DOOR
- ’ ' Jp—— 1 — R (4) IF. 4740.13 FIELD VERFY. COORDINATE WITH
| ‘ AR \ SITE CONTRACTOR EXACT LOCATION AND LE. NOT VALID UNLESS SIGNED
il | -1-1/2" | BN I
i b | L L mjj (5) SEE PRESSURE REDUCING STATION DETAIL.
” |
I T \@ /2 | Ol | il (6) TRAP PRMER WITH 5" TYPE L COPPER PIPE
8 X9 | \ X710 AR | TO P-TRAP.
I [ sl Lo L ] L .
. | | /)~ (7) 961 CUBIC FEET OF 2 PSI NATURAL GAS BUILDING NAME:
B Y ! N A | —— . WITH SPECIFIC GRAVITY OF 0.60 AND HEAT
1 »
. | 3/4 | R | CONTENT OF 890 BTU/CUBIC FEET. EXTEND
| ] / ol 1 | e, UTAH NATIONAL
I | Q | B Wi .
[ [ ! | | |
I | | 3/4”/ |34 o il PROVIDE APPLIANCE PRESSURE REDUCING G UARD
! | (8 X11) 4 | I |
| | iR | VALVE TO REDUCE FROM 2 PS| TO 40 OZ.
0 | AR | INSTALL PER MANUFACTURER'S J LTC
@ T — I I E— I RECOMMENDATIONS. VENT TO QUTSIDE IF
C _ _ . i u 1 h _ _ REQUIRED. _ _ @
i LEaN b l I ‘ I )
. — | | {9) %PIPE UP TO RTU-1. PROJECT TITLE-
| ni :
| B a H R %7PIPE UP TO RTU-2.
i ) L » ” I
Q iy R ; all: | 300ty S R ; ; al I I NI — BUILDING #3
| | | | \ ‘ = [= \ T / =] ‘ ‘ ‘ ‘ ‘
T NN ] ) | ’ |l ] ] 1 ] 2 JepE W 10 RU-4, CAMP WILLIAMS
@ _ 1] = = ' _ : L _ i _ == = 1] _ @%: PIPE DOWN TO WH-1. _ @ DRAPER, UT
DSN-1 y ¥ PROVIDE %" SADDLE VALVE ON CW AND %~
4 4
| ! ‘ TUBING FOR ICE MAKER LOCATED IN
' DSN—1 REFRIGERATOR. 2 EA. REFRIGERATORS TOTAL.
_ _ _ _ _ _ _ i a | i - 7 _ _ _ _ _ _ _ _ _ _ _
@ 73\ 1 15517 (15) LABEL WITH PLASTIC LAMINATE LABEL TO READ @ MARK | DATE | DESCRIPTION
"PRIMARY ROOF DRAIN. ATTACH LABEL ABOVE
S ‘ DoNNt SouT /N [08/19/05 | ADDENDA #2
oo LABEL WITH PLASTIC LAMINATE LABEL TO READ
"EMERGENCY OVERFLOW ROOF DRAIN”. ATTACH
| 4 LABEL ABOVE DOWN SPOUT.
/1 PLUMBING FLOOR PLAN A @ woT 12" .
P201/ SCALE:1/8" = 1" - 0" & __ 0 4 8 12° 16 YAINN
\ \
E ISSUE TYPE: CODE REVIEW SET
\
JULY 19, 2005

~ | DATE:
PROJECT NO:

04045.04
DRAWN BY: MM
CHK'D BY: ADS

SHEET TITLE

PLUMBING
A | FLOOR PLAN

SHEET NUMBER

P yi Inc.
Consulting Mechanical Engineers

90 South 400 West, Suite 340
Salt Lake City UT, 84101
Phone: (801) 359-3158

Fax: (801)521-4114

P201

2 3 4 S SHEET 41 OF 53




File name: M:\PROJECTS\2004\04045.04\DRAWINGS\P601.DWG Last edited: 05/23/2005 @ 14:07

w)

Copyright (C) 2004 by PVE, Inc. Salt Lake City, Utah. All rights reserved. Unauthorized copying and/or use is illegal and subject to prosecution.

®

ADJUSTABLE HEAD SET

FLUSH WITH FINISHED FLOOR

WATERPROOF MEMBRANE
FLASHED INTO CLAMPING
COLLAR.

FINISHED FLOOR
CONCRETE (TYP.)

USE CAULKED
QUTLET TYPE
CONNECTION.
DEEP SEAL P-TRAP

PIPE

FIRE RATED SEALANT &
BACK-UP MATERIAL.

METAL SLEEVE

EXTEND 1" MIN.
ABOVE FLOOR.

CONCRETE PAD
(FLOOR)

NOTE.:

ALL PIPES TO BE SLEEVED.
THIS INCLUDES WATER, SEWER
ETC.

PROVIDE 1/4" MIN. CLEAR
AROUND PIPE. PIPE TO BE
CENTERED THROUGH HOLE.

METAL PIPE SLEEVE

PIPE

FIRE RATED
SEALANT

ESCUTCHEON WHERE PIPE IS

EXPOSED IN FINISHED SPACE.
NOT REQUIRED WHERE SLEEVE
IS ABOVE CEILING.

FIRE RATED
SEALANT

NON-COMBUSTIBLE
INSULATION

\ GYPSUM WALLBOARD

OR MASONRY WALL
(TYP.)

P

FLOOR DRAIN DETAIL

P60'] NO SCALE

¥

PIPE THROUGH FLOOR ABOVE GRADE

P601

NO SCALE

73\ PIPING THROUGH FIRE-RATED WALL

PGO'] NO SCALE

v

COPPER PIPE
. (INSULATED OR NON—INSULATED)

\\

MAY EXTEND AS A WASTE OR VENT
CHROME WALLCOVER & SCREW

/ANCHOR UNISTRUT TO WALL

— P1000 UNISTRUT

UNISTRUT PIPE CLAMP

CLAMP BOLT

AT

(DUCT TAPE IS NOT ACCEPTABLE)

\__ 20 MIL THICK PVC ISOLATION TAPE

1T ¥ WALL
/—
/— PLUGGED TEE W/ CLEANOUT
/’/ FLOOR LINE
/ SEE SLEEVE DETAIL

Q 1/8” C.l. BEND

BALANCE OF PIPING SAME
AS CLEANOUT TO GRADE

CLEANOUT & ACCESS COVER TOP OF
COVER TO BE FLUSH W/ TOP OF FLOOR

FLOOR LINE

1/8" C.. BEND

\ BALANCE OF PIPING SAME

AS CLEANOUT TO GRADE.
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CONSULTANTS:

SPENDLOVE

166911

NOT VALID UNLESS SIGNED

BUILDING NAME:

/ 4\ PIPE SUPPORT

0

WALL CLEANOUT

/6 FLOOR CLEANOUT

P01 NO SCALE P01 NO SCALE P01 NO SCALE
N
THERMOMETER ,
PIPE \

CROUND SURFACE X HEAT TRAP TYPICAL GATE VALVE

(CNCRETE, ASPHALT, 12 M. METAL OR PLASTIC SLEEVE TR

ETC. SEALANT & O . _\

) (WIDTH AS REQUIRED) BACK—UP MATERIAL. ] VALVE
CONCRETE PAD
FLUE SEE MECH. A IH/HI Io-w—-—z
PRI SR S o SHion \ b/
FSUNANANAN Al s i Il NN SN :
R IEIEIEEIE=IE=E=E NN AR
N S I I IS A | TYP'CAL UNON
P === l=l=] WA aES |-|wc PUMP_CP-1
\///\i\///\i Qﬁ@m@ﬁ@ﬁ@ﬁ@ﬁ@ﬁ ///ig : % THERMAL EXPANSION
R U TSN ABSORBER. AMTROL
METALLIC NARKER —— s éﬁﬂmﬂﬂ* ///\\\///\\ NODEL S5 Jﬁl\ DIELECTRIC UNION
6” MIN. SAND VNE R AR —‘m“‘m“‘m““’ \ o ASME RATED T & P
. L X L T T ANCHOR WATER HEATER - RELIEF VALVE PIPED

BED ABOVE AND I AN =T '

BELOW BURED PIPE. | & S| T0 WALL USE 1°18CA HOT WATER — = FULL SIZE 1O D
R KRR Ik PROVIDE 1/4” MIN. CLEAR STRAP WITH #10x2-J" HEATER WH-1 ‘
</>\</>\é\>\ W@ AROUND PIPE. PIPE TO BE ANCHOR BOLTS. TYP. OF = = LUBR. GAS COCK

R — CENTERED THROUGH HOLE. TWO PLACES. ‘ H /_
G QUL NOTE: %ﬁlﬁggngﬁD\ =& o 6" DIRT LEG
CLEVATIONS. W/ALL ALL PIPES TO BE SLEEVED. ' 4 N L
ELEVATIONS E;l(l:s INCLUDES WATER, SEWER 3/4" PIPE T0 FS—1—u_ | I FLOOR
VERIFY ACTUAL INVERT ‘ IN ASPHALT ROOM _— \— UNION
TRENCH GALVANIZED \
SHEET METAL UNIT GAS TRAIN
DRAIN PAN FURNISHED WITH
WATER HEATER.

/77 BURIED PIPE DETAIL

P601 NO SCALE

PIPING THROUGH ON GRADE FLOOR

P60

NO SCALE

(9

GAS FIRED WATER HEATER

UTAH NATIONAL
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FOOTING SCHEDULE STEEL COLUMN
LONG TUDINAL REINFORCEMENT CROBBUISE REINFORCEMENT
MARK | WD | LENGTH | THICK ) BIZE | LENGTH | 8PACNG | D, BIE | LENGTH | 8PACNG SCHEDULE
= ) CONT 7l - - - - 3 "% CONT. EQ.
2 30" | 30 7T 3 % 25" EQ 3 % 25" EQ MARK | COLUMN TYPE AND 8IZE
F3 0 | 40 7 5 3 35 £ 5 3 35 70) .
Fa 75" AL ol 5 % 70 7o) 5 % 70 72) & 164X 4X1/4
FOUNDATION WALL REINFORCEMENT SCHEDULE
WALL VERTICAL REINFORCEMENT HORIZONTAL REINFORCEMENT e
THICKNESS | 6iZE | SPACNG | LOCATION | SIZE |SPACNG | LOCATION
UP To 8'-2" 8! 4 &' o/C CENTER 4 "o/ CENTER
UrP 10 ©'-0" 8! LE) &' o CENTER 4 "o/ CENTER

FOOTING AND FOUNDATION PLAN
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TOP OF WALL
TOP OF FOOTING
TOP OF O8LAB

TOF TOP OF FOOTING
D TAG FOR BASE BID
- BASEMENT

BCALE: 1/8" = 1-0"

TYPIGAL FOUNDATION WALL TO BE 8" THICK UNLESS NOTED OTHERWISE
SEE FOUNDATION WALL REINFORCEMENT SCHEDULE FOR REINFORCEMENT.
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STRUCTURAL NOTES

DRAWN BY: CDJ

NOTES:

| SEE SHEET $021 FOR GENERAL STRUCTURAL NOTES FOR DIMENSIONS NOT
PROVIDED, SEE ARCHITECTURAL DRAWMNGS.

2. CJ.DENOTES CONSTRUCTION JOINT, SEE DETAIL 1/95021.

3. SJ. DENOTES SALED JOINT, SEE DETAIL 1/630.

4. F-1 DENOTES FOOTING SIZE, SEE SCHEDULE SHEET $201

5. MC-| DENOTES MASONRY COLUMN, SEE DETAIL 1/852.

&. HATCHING INDICATES MASONRY WALLS, [RXXXXXXXXXA

T WHERE WALL EXPANSION JOINT OCCURS, RUN BOND BEAM # TOP CONTINUOUS
THRAUGH JOINT, SEE DETAIL &/5521 FOR MASONRY WALL CONTROL JOINT,

CHK'D BY: CJ

COPYRIGHT: STATE OF UTAH

SHEET TITLE

FOOTING AND
FOUNDATION PLAN

8. TOP OF SLAB ELEVATION = I00'-0" UNLESS NOTED OTHERWISE _
ON PLAN. hs '

8, INTERIOR SLAB ON GRADE SHALL BE 4" CONCRETE REINFORCED WITH 6X6 W 14 X
W4 WUF, OVER 4" FREE DRAINING GRAVEL. SEE PLAN FOR EXTERIOR 806G,

0. CENTER FOOTINGS ON WALL AND COLUMNS UNLESS DIMENSIONED OTHERWISE ON
PLANS,

. ALL FOOTINGS SHALL BARE ON SUITABLE NATURAL SOILS OR 2'-0" OF
COMPACTED STRUCTURAL FILL.
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